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Cepus PD IP67 (Tvn ynpasneHns - 1-10V)

Bxoa. Buixoa.
Mouu-
Moaenb Hanpsa- HOCTL Tok Hanps-
JKeHve JKeHve
Input Max. Output Output
Model No. voltage oufput current voltage
(V) (W) (mA) (V)
PD24-75 100-240 75 0-3.15 24
PD24-150 100-240 150 0-6.3 24

- YnpasneHue 1-10B (DC1..10V)

- IcTo4HWK NnnTaHus co ctabuansaumnen
HanpsHKeHns

- Bbicokas 3eKTUBHOCTb N HAAEXKHOCTb

- 33aWVTa OT KOPOTKOr0 3aMbIKaHISI,
neperpysku n neperpesa

- BAarosawmulieHHbin kopnyc IP67

- AnmminposaHue ot 0 Ao 100%

M@CBCEIP67

Koadd.

MOLLH.

Power
factor
()
0.95

0.95

Pa6 Makc.
aboqas TemnepaTypa N3on9- Pasmepel
TemnepaTypa Kopnyca uns AxUWIxB
Ambient Max. casing solati Dimensions
temperature temperature solation LxWxH
ta(°C) te (°C) (mm)
-20...+50 75 SELV 186x64x39
-20...+50 75 SELV 249x70x40

- Dimmable with low-voltage control signal
(DC1..10V)

- SELV output voltage<é0 VDC

- Constant Voltage output

- Overload & Short circuiting protection

- Dimming range 0...100%

- High efficiency, long life and high reliability

- IP67 design for indoor or outdoor

- Suitable for LED lighting

Bec
Weight
(g)
780

1100
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